RAISED PIPE
SUPPORT, SEE :
MECH. DWGS.

1/2"% LAG BOLT TO
BLOCK, SET IN

SEALANT

REMOVE FILL BELOW—
(N) BLOCKING

(N) PIPE, CONDUIT,
AND STRAP —

SEE MECH. & ELECT.
DWGS. FOR LOCATIONS
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22GA. GSM CAP FLASH
W/ CONCEALED CLEAT
FASTENERS, SOLDER

ALL JOINTS AND PAINT

HORIZONTAL
LEVEL LINE

GRAVEL — ' N
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—(N) BASE FLASHING.
LAP 4" MIN. OVER LOWER PLY
(N) MEMBRANE ROOFING OVER

INSUL. BD. — LAP 12" MEMBRANE
MIN. OVER (E) NON-DISTURBED

ROOFING MEMBRANE
EXISTING

4" | 47 ROOFING

4 9 4
-4
g
g
- | <’: 4 i
() 2" — \—GXTO P.T. BLKG. \_ 6” L. 18 GA. GALV.
VERMICULITE FiLL X +£36"L. (V.L.F. METAL CLIP, 2 REQ'D.
OVER 6” CONC. DECK. W/ MECH. & ELECT. @ EA. SIDE OF BLOCK,
PATCH FLUSH @ CONTRACTOR), @ 6’0" W/ (2) 1/4" "HILTI”
NEW BLOCKING 0.C., MAX., COPE TO KB—II's @ (E) CONC.
3" CANT FROM SUIT ROOF SLOPE ROOF SLAB & 2#12
P.T. WOOD WS TO BLOCKING
PIPE SUPPORT @ CONCRETE ROOF
SCALE : 3" = 1'-0" A4-81
DRAWN BY DETAIL TYPE
ARCHITECTURAL STANDARD DETAIL R e
10-4-00 3'=1"-0"
PIPE SUPPORT @ CONCRETE ROOF APPROVED BY SHEET
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